February 6, 2006 


Mr. Ray Rouse 
1539 SW 6th Ct. 

Boca Raton, FL 33486 


Dear Ray: 

Here is the count on a number of edge readings. Clearly, the 
number of obverse edge readings is more than might be found from 
a random selection. However, there is more than one possible 
explanation for this. More about that later, but I thought you 
would like to have these results now for your research. 


Sincerely, 


R. Tettenhorst 
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R. TETTENHORST 


220 NORTH FOURTH STREET 
SUITE A 

ST. LOUIS, MO 63102 


February 6, 2006 


Mr. Ray Rouse 
1539 SW 6th Ct. 

Boca Raton, FL 33486 


Dear Ray: 

Here are two explanations which come to mind regarding a preponderance 
of obverse orientation for the edge lettering. 

1) There may have been an occasional preference for inserting 
the planchets into the press with the edge lettering reading 
up and the obverse die being the upper one with the reverse 
die the lower one. This apparently was the normal positioning 
of the dies in those days. 

2) After having the edge letters applied by the Castaing Machine, 
the planchets dropped flat into the basket which contained 

them. This could easily have resulted in a non-random orientation 
of the edge lettering. This could have easily persisted when 
the planchets were inserted into the stack and then fed into 
the screw press. 

All of this is primarily speculation, but I personally lean a 
little bit to the second explanation. 



Sincerely 


R. Tettenhorst 
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